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.  neu entwickelten Modellen kommen überwiegend Fünfpolmotoren zum
r vorl iegenden Umbau-Set können Sie ältere Lokmodelle durch verbesser-
aften sowie eine Digitalschnittstel le nach NEM 651 aufwerten. Kernstück
s ist ein neues Druckgußchassis, in das bereits al le für den Fahrbetr ieb
rutei le montiert sind.
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gehäuse durch Lösen der beiden Schrauben unter den
abheben.
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en zwei Löcher gebohrt (Maß 4,5 mm ist auf der Seite der
) und zwei Stege nach Zeichnung abgetrennt werden.

lsten und Fahrwerk werden die bei legenden Distanzhülsen
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:cently developed models are f i t ted with a state-of the-art 5-pole motor. Even older models can benefi t  from this dev(
r is upgrade kit  you can enhance their driving characterist ics. Moreover this upgrade kit  features a digital interface a
51 standard. The core of this kit  is a diecast chassis that comprises al l  elements required for the propulsion.
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of thä locomotive with 3-pole motor
of and remove the two screws from the chassis which secure the body and l i f t  off  the superstructure.
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' side of the body you must dri l l  two holes fol lowing the scetch (measure 4.5 mm must be used for the baggage dr
is to remove the two walls which were used to f ix the screws to the old 3 pole frame.

body and ihe PCB you must assemble the'plast ic washers which are included in one of the superdetai l ing bags. Af
: l ipse on the roof careful ly.
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;  equipped with a plug-in DCC socket as per NEM 651. To f i t  a digital decoder, remove the plug-in DC operation cirr
n n l o  d o n n d a r
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r6cemment d6velopp6s sont tous 6quip6s des nouveaux moteurs 5 poles. Gräce ä ce kit  de motorisation vous pouve

ls plus anciens de meil leures performances et les 6quiper d' interfaces digitales conformes aux normes NEM 651.
kit  est un nouveau chässis lest6 dans leque! le moteur, la plat ine avec interface digitale et tous les composants n6c
Seul les dif fuseurs de lumiöre inf6rieurs et sup6rieurs doivent ötre repris ä l 'ancien chässis. Si vous retournez votr
ngen pour recyclage nous vous enverrons une peti te surprise en remerciements.
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aisse en l ib6rant les 2 vis se trouvant sur la locomotive.

q
deux trous sur le toit  (4,5 mm cöt6 compart iment fourgon, 5 mm de I 'autre cöt6), i l  faut aussi supprimer deux marcl-
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